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This research details the successful fabrication of scaffolds by robocasting from high silica sol–gel glass
doped with Cu2+ or La3+. The parent HSSGG composition within the system SiO2–CaO–Na2O–P2O5 [67%
Si – 24% Ca – 5% Na – 4% P (mol%)] was doped with 5 wt% Cu2+ or La3+ (Cu5 and La5). The paper sheds
light on the importance of copper and lanthanum in improving the mechanical properties of the 3–D
printed scaffolds. 1 h wet milling was sufficient to obtain a bioglass powder ready to be used in the prepa-
ration of a 40 vol% solid loading paste suitable for printing. Moreover, Cu addition showed a small reduc-
tion in the mean particle size, while La exhibited a greater reduction, compared with the parent glass.
Scaffolds with macroporosity between 300 and 500 mm were successfully printed by robocasting, and
then sintered at 800 �C. A small improvement in the compressive strength (7–18%) over the parent glass
accompanied the addition of La. However, a much greater improvement in the compressive strength was
observed with Cu addition, up to 221% greater than the parent glass, with compressive strength values of
up to �14 MPa. This enhancement in compressive strength, around the upper limit registered for human
cancellous bones, supports the potential use of this material in biomedical applications.

Statement of Significance

3D porous bioactive glass scaffolds with greatly improved compressive strength were fabricated by robo-
casting from a high silica sol–gel glasses doped with Cu2+ or La3+. In comparison to the parent glass, the
mechanical performance of scaffolds was greatly improved by copper-doping (>220%), while a modest
increase of �9% was registered for lanthanum-doping. Doping ions (particularly La3+) acted as glass mod-
ifiers leading to less extents of silica polymerisation. This favoured the milling of the glass powders and
the obtaining of smaller mean particle sizes. Pastes with a high solid loading (40 vol%) and with suitable
rheological properties for robocasting were prepared from all glass powders. Scaffolds with dimensions of
3 � 3 � 4 mm and macro-pore sizes between 300 and 500 mm were fabricated.

� 2019 Acta Materialia Inc. Published by Elsevier Ltd. All rights reserved.
1. Introduction

Bioactive glasses demonstrate high degrees of rapid response to
body fluids and encourage new cell growth, both in–vitro and in–
vivo. However, they also typically have weak mechanical proper-
ties [1]. There exist many functional ions that although existing
in trace quantities in human body play important different roles
and are vital for a good body metabolism. Doping a bioactive glass
with some of these functional ions in trace quantities has also been
shown to improve their properties [2,3]
Copper (Cu) is found throughout the tissues of the human body
in total trace quantities of �75–100 mg. Of this quantity, 50% of the
Cu is stored in the muscles and bones [4]. Cu is also a vital compo-
nent in gene–expression [5], and since it serves as a cofactor [6], Cu
aids about 30 enzymes to provide the proper function [7]. Cu works
as an antioxidant preventing free radicals from damaging the walls
of cells. Moreover, Cu is an essential element for keeping blood ves-
sels, connective tissues and skin in a healthy condition [7]. Cu defi-
ciency may lead to inappropriate bone formation, as well as
fracture of the bones, particularly in children. In patients with bone
fractures, it is found that Cu–supplements reduce the healing time
[8]. Much work has been carried out on doping Cu in bioactive
glasses and composites for biomedical applications. For example,
in a composite of poly methyl methacrylate (PMMA) and
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Cu–doped glass, the system showed good bioactivity, and antibac-
terial action towards staphylococcus epidermidis [2] and Escheri-
chia coli [9]. Borate glass doped with copper showed promising
results in healing full–thickness skin wounds [10]. It was also
found that the inclusion of Cu in bioactive glass increases vascular-
isation and augments bone formation [11]. Bioactive glasses doped
with 2–5 mol% Cu have shown good bioactivity and antimicrobial
properties against E. coli, S. aureus and S. epidermidis bacteria,
with a better overall in vitro performance being observed for
2 mol% Cu [12]. This Cu doping level was within the 0.1–2.5 wt%
range reported to enhance the in vitro performance of bioactive
glass [13]. Moreover, a composite of mesoporous glass with
5 mol% Cu (MBG-5Cu) was reported to considerably improve
angiogenesis compared with the control [14]. Wu et al. [15] pre-
pared bioactive glass scaffolds doped with 0–5 mol% Cu which
exhibited enhanced angiogenesis properties, drug loading and
release capability, and antibacterial properties. Furthermore, the
specific surface area and pore volume tended to decrease with
increasing Cu content from 0 to 5 mol% [15]. This is a good attri-
bute for powders used in the preparation of ink for printing scaf-
folds by robocasting.

Lanthanum (La) is a rare earth element, which has no biological
role in humans, and its bioavailability in the human body is extre-
mely low, at 0.00127% (±0.00080%) [16]. Commonly La does not
exist in the animal and plants tissue; nevertheless, it is found in
traces in drinking water [17], and in elevated quantities (up to
16 times higher than non-exposed controls) with amounts
(�0.5 mg g�1) in bones and lungs of refinery and smelter workers
[18]. Despite this, it has a wide range of applications in treatments
to repair disorders in the human body, such as playing an impor-
tant role in treating atherosclerotic cardiovascular disease when
taken as a lanthanum chloride supplement [19]. Furthermore, if
taken as supplement in the form of lanthanum carbonate it can
partially replace the calcium–based phosphate which occurs in
hypercalcemia, leading to cardiovascular calcification [17], or the
case of hyperphosphatemia in patients with end stage renal dis-
ease (ESRD) [20].

Adding trace amounts of La to 45S5 glass (up to 0.5 wt%)
resulted in improved bioactivity, while beyond this value La
retarded the bioactivity of bioglass� [21]. There is much evidence
to suggest that lanthanum tends to deposit in bone, and addition
of La3+ ions demonstrated a pronounced enhancement of in–vitro
osteoblast differentiation [22]. Treatment of titanium surfaces with
La, implanted in both rats and rabbits, led to increases in protein
adsorption, resulting in an improved healing response of the bone
[23], and in hydroxyapatite (HAp)–La composites, better mechani-
cal properties were observed than when using pure HAp in bone
implants [24].

The bioactivity of the high silica sol–gel glass (HSSGG) in a pow-
der form [25], the bioactivity and biocompatibility of a scaffold
using HSSGG [26], and the bioactivity and biocompatibility of Cu
and La doped glasses [27] were recently investigated and
addressed by the authors. Therefore, it is interesting to look at
the effects of these two additives on sol–gel derived bioglasses,
and fabricated glass or glass–ceramic scaffolds. Literature review
reveals that no Cu and/or La doped glasses have been used so far
as precursors to produce 3–D scaffolds by robocasting. Sol–gel
derived glasses have many advantages (lower sintering tempera-
tures, more intimate mixing of components, greater porosity),
but the inherent porosity of sol–gel derived glass powders causes
problems during preparation of robocasting pastes, as their high
level of porosity can adsorb liquid from the pastes affecting viscos-
ity and flow behaviour during printing. The authors have addressed
the problem previously in a Ca–Si–P–Na based 4 component sol–
gel glass system [28].
A scaffold is a 3–D structure constructed to be a temporary
implant, acting as a template for new cell growth, and which
degrades during/after the healing process, while the seeded cells
grow and proliferate to regenerate new tissue [29]. Scaffolds need
to meet particular morphological requirements: they need to have
large interconnected pores and a hierarchical degree of porosity,
requiring macro–pore sizes > 50 mm to enable cells to easily pene-
trate the scaffold structure, and micro pore sizes < 50 mm to facili-
tate cell anchorage and proliferation. The macrospores play an
important role for tissue regeneration [30], as �100 mm pores
may introduce a hypoxia environment (deprived of adequate oxy-
gen) which leads to osteochondral formation before osteogenesis
[31]. At a larger pore size of �150, it was observed that osteons
began to form [32]. Scaffolds with several pore sizes from 106 to
600 mm were fabricated from hydroxyapatite and implanted in rats
for in vivo assessments. A higher rate of bone formation was
observed in the scaffolds with a pore size in the range of 300–
400 [31]. Other research groups observed dominant bone ingrowth
at an optimised pore size of 450 mm for a scaffold produced from
poly(methyl methacrylate) (PMMA) [33]. Moreover, it was demon-
strated that for nerve system regeneration, for instance, the long-
size peripheral axons required a pore size of �700 mm or larger
[34]. Scaffolds must also exhibit moderate mechanical strength
to resist any applied loads, while avoiding the effect of stress
shielding that can result in bone loss [35,36]. A large degree of
macro–sized interconnectivity is also a crucial element, to enable
cells to migrate into to the centre of the scaffold, and to allow a suf-
ficient supply of nutrients for cell growth [36].

Robocasting offers a better control of the macro–pore shape and
size, as well as the possibility to produce customised implants for
an individual patient. The robotic control of the ink deposition also
enables the assembling of specific predesigned complex shapes
and morphologies to replace the defect part of a bone in a very pre-
cise manner, using CAD–CAM technology [37].

Very little work has been carried out regarding the robocasting
of bioactive glass fabricated by melt–quenching method for 3–D
scaffolds [38,39], while the use of sol–gel glass is still a new field
for robocasting, the authors being pioneers in this area. To the
authors’ knowledge, there have been no previous investigations
into the use of doped sol–gel bioactive glass as precursors to fabri-
cate 3–D scaffolds by robocasting. This work is devoted to improv-
ing the mechanical properties, with copper or lanthanum additives,
of quaternary–system, high–silica content bioactive sol–gel
derived glass scaffolds made by robocasting.
2. Materials and methods

2.1. Sol–gel glass synthesis

A four–component high silica sol–gel bioactive glass in the
SiO2–CaO–Na2O–P2O5 system with a composition [67% Si – 24%
Ca – 5% Na – 4% P (mol%)], hereafter labelled HSSGG, was synthe-
sised by employing a rapid sol–gel route, as described previously
by the authors [25].

Tetra–ethyl–ortho–silicate (TEOS, C8H20O4Si, 98%), triethyl
phosphate (TEP, C6H15O4P, �99.8%), calcium nitrate tetrahydrate
(CaN, Ca(NO3)2�4H2O, �99%), sodium nitrate (NaN, NaNO3, �99%),
Copper(II) nitrate trihydrate (CuN, Cu(NO3)2�3H2O, �99%), and Lan-
thanum(III) nitrate hexahydrate (LaN, La(NO3)3�6H2O, �99.9%)
were used as precursors. All six precursors were supplied from
Sigma–Aldrich. Distilled water was used as solvent and citric acid
monohydrate (CA, C6H8O7�H2O, 99.5–102%, Sigma–Aldrich) was
added to catalyse the sol–gel hydration and polymerisation
reactions.
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The two doped glasses containing 5 wt% each of either La3+ or
Cu2+ ions were prepared based on the parent (HSSGG) glass. The
Cu or La precursors were added to the homogeneous sols obtained
according to the procedures described previously by the authors
[25] to study their separate influence on the scaffold printing abil-
ity, and on the corresponding mechanical properties of the sintered
scaffolds. The doped glass compositions are hereafter designated as
Cu5 and La5. The batch compositions (in both wt% and mol%) are
presented in Table 1.
2.2. Wet milling procedure

The acquired gels were dried by means of rotary evaporator
(Buchi 210 Rotavapor with V–850 vacuum controller and
V–700 diaphragm vacuum pump), in a 500 mL pear–shaped
flask while rotating in a water bath at 55 �C and under a
low pressure of 50 mbar for 30 min. The as–dried gels were
heat treated up to 800 �C using the following regime: From
room temperature to 200 �C with heating rate of 1 �C min�1

and soaking time of 30 min; followed by increasing the tem-
perature to 400 �C with a heating rate of 2 �C min�1 and soak-
ing time of 30 min; and from 400 to 800 �C with heating rate
of 5 �C, and soaking time of 2 h, to be followed by natural
cooling to room temperature.

The heat treated powders were pulverised using wet ball
milling. Ethanol (EtOH) served as a milling medium, EtOH to pow-
der mass ratio (EPR) = 1.5, balls to powder mass ratio (BPR) = 10,
and 1 h milling time. The milling was performed in a S–series–Fast
Mill machine, type S2–1000 (Ceramic Instruments, Sassuolo, Italy),
with a rotational speed of 390 rpm, using 300 cm3 capacity alu-
mina jar (Ceramic instruments Sassuolo, Italy). 10 mm diameter
Yttria–stabilised zirconia balls (Tosoh, Tokyo, Japan), were used
as milling medium. After milling, the obtained slurry was sepa-
rated for drying in an oven at 60 �C for 24 h. The dry powders were
passed through a 63 mm sieve to separate the large agglomerates
from the fine powder. The fine powder was characterised using
the following techniques:
2.3. Characterisation of the milled powder

Particle size (PS) and the particle size volume distribution (PSD)
were investigated using a laser diffraction particle size analyser
(Coulter LS particle size analyser; Beckman Coulter, CA). Measure-
ments were triplicated to guarantee accurate results.

The effects of ion doping on the polymerisation silica networks
were assessed by magic angle spinning–magnetic nuclear reso-
nance (MAS–NMR) for 29Si NMR environment. X–ray diffraction
(XRD) was used to follow–up the evolution of the crystalline
phases upon doping. The XRD patterns) were acquired using a
PANalytical XPERT–PRO Diffractometer system with Cu–Ka radia-
tion (Ka = 1.540 Å), with 2b varying from 6 to 70� in steps of
0.026 s�1, and the diffraction patterns were compared with JCPDS
standards. Density determination for the scaffolds was performed
using the buoyancy (Archimedes’) method by immersing the
samples in distilled water. The bulk density of the glass pellets
was calculated via the following relation [40]:
Table 1
Batch compositions of all synthesised glasses in mol%, and wt%

Glass Si Na Ca

wt% mol% wt% mol% wt% mol

HSSGG 67.0 64.4 5 5 24.0 21.5
Cu5 64.3 61.2 4.8 4.7 23.0 20.5
La5 66.3 61.2 5 4.7 23.7 20.5
qb ¼ m1

m3 �m2
� qw ð1Þ

where: qb is the bulk density in (g cm�3); qw is the density of the
water, assumed to be 1 g cm�3; m1 is the mass of the dry sintered
pellet measured in air; m2 is the mass of the sintered pellet sus-
pended in water; m3 is the mass of the water saturated pellet mea-
sured in air.

2.4. Suspension preparation

To study the effects of the dopants on the rheological properties
and printability of the inks, suspensions were prepared from the
three glass powders at a solid loading fraction of (40 vol%). The
powder was dispersed in de–ionised water in the presence of
1.1 wt% carboxymethyl cellulose (CMC) (Mw = 250,000, Lamberti
Iberia s.a.u., Castellón, Spain). CMC serves as a multipurpose pro-
cessing additive (dispersant, binder and gelation agent) [41]. The
powder was added in small dosages, followed by mixing in a plan-
etary centrifugal mixer (ARE–250, Thinky Corp. Tokyo, Japan) to
assure a homogeneous suspension.

2.5. Rheological characterisation of suspensions and pastes

The rheological properties of the suspensions were evaluated
using a Kinexus Pro + Rheometer (Malvern Instruments). The vis-
cometry mode was used to measure the apparent viscosity of the
tested samples, using the cone (4�/40 mm) and plate sensor system
with a 150 mm gap size. The viscoelastic properties of the pastes
were measured using the oscillatory mode of the rheometer
equipped with plate & plate sensor (20 mm), with 1 mm gap size.
In all rheological measurements, a metal ring with deionised water
as solvent trap was used to prevent water evaporation from the
samples while testing.

2.6. Fabrication of scaffolds by robocasting

The bioactive glass scaffolds were deposited layer–by–layer
using robocasting equipment (3–D Inks, Stillwater, OK). The paste
was extruded through a 410 mm diameter nozzle using a printing
speed of 10 mm s�1. The designed scaffold was constructed from
12 deposited layers, each layer consisting of 5 parallel rods, and
with the next layer perpendicular to the plane of the rods. The por-
ous structures were printed in assemblies containing nine scaf-
folds, with three different pore sizes (the distance between the
rods) of 300, 400 and 500 mm, all with dimensions of (3x3x4)
mm. The deposition was carried out in a reservoir containing paraf-
fin oil to allow a uniform drying of the green scaffolds. After print-
ing completion, the scaffolds were removed from the oil and dried
at room temperature for 24 h, followed by sintering at 800 �C for
2 h, using a heating rate of 1 �C min�1 for the entire heating cycle,
to ensure a complete removal of residual organics.

2.7. Compressive strength evaluation

The compressive strength of sintered scaffolds was determined
under uniaxial tests using 10 samples of each pore size series (300,
P Cu La

% wt% mol% wt% Mol% wt% Mol%

4.0 9.1 0 0 0 0
3.8 8.6 4 5 0 0
4 8.64 0.00 0.00 1 5
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400, and 500 mm). The tests were carried on a universal testing
machine (AG–IS10kN, Shimadzu, Kyoto, Japan) at a constant speed
of 0.5 mmmin�1 in the perpendicular direction to the printing
plane.
2.8. Statistical analysis

The porosity and compressive strength results will be expressed
as the mean value ± standard deviation (SD) from six
measurements.

A population of six samples (n = 6) were used to compare the
acquired data from compressive strength tests. A two way analysis
of variance (two-way ANOVA) tests was performed for three sam-
ples (HSSGG, La5, and Cu5) with three different macropore sizes
(300, 400 and 500 lm), assuming following null hypothesis:

H1 = the means of observations grouped by the different glass
samples (1st factor) are the same.

H2 = the means of observations grouped by the different macro-
porosities (2nd factor) of the scaffold are the same.

H3 = No interaction between the two factors.
Moreover, one-way ANOVA was used to express clearly the sig-

nificant difference and improvement in the compressive strength
between HSSGG, La5, and Cu5 glasses for each individual macrop-
ore size of 300, 400 and 500 lm. The null and alternative hypothe-
ses for one-way ANOVA are:

H0 = the means of observations grouped by the different
macroporosities of the scaffold made from same material are
equal.

H1 = all the means are not equal. The alpha level is considered to
be (a = 0.05).

The null hypothesis will be rejected if ANOVA Fisher value (F) is
greater than the critical value (F > Fcrit), and the P-value is smaller
than the alpha value (P < 0.05). This shows that significant differ-
ences exist between all the means of compressive strength.
Fig. 1. The ion doping effects on the particles size distributions of the wet-milled
glass powders: (a) HSSGG, (b) Cu5 and (c) La5.

Fig. 2. 29Si NMR for HSSGG (blue line), Cu5 (brown line) and La (green line) doped
glasses. (For interpretation of the references to colour in this figure legend, the
reader is referred to the web version of this article.)
3. Results and discussion

3.1. The effects of ion doping on particle size distribution

Fig. 1(a, b and c) show particle sizes distributions for HSSGG,
Cu5 and La5 glasses, respectively. The effects of each individual
doping ion on PSD were evaluated. As can be observed from
Fig. 1, all PSDs exhibit 3–modal profiles. HSSGG shows larger par-
ticle sizes (Fig. 1(a)) than the two doped glasses. A decrease in the
particle size was observed for Cu5 (Fig. 1(b)), and a further
decrease in particle size was observed in La5 (Fig. 1(c)). Moreover,
the area of the 3rd fitted peak in PSD, representing the coarser frac-
tion, is getting gradually smaller and the modal sizes gradually
shift from �19 mm in HSSGG to �14 mm (Cu5), and then to �11 mm
(La5). The ionic radius of Cu (0.73 Å) is much smaller than that of
La (1.06 Å) [42]. The difference in ionic radii of metal (M) cations
is likely to affect the average coordination number with oxygen
atoms and the M�O bond length and strength, even in an amor-
phous structure that is more compliant than a crystalline one. This
is to say that the possible role of ionic radius on the ease of particle
size reduction cannot be discarded, although data shedding light
on this issue could not be found in the available literature. How-
ever, both Cu and La are well-known to act as glass modifiers lead-
ing to less polymerised silica–networks. This is confirmed by the
29Si NMR spectra of the three glasses displayed in Fig. 2. The parent
glass (HSSGG) exhibits the highest degree of network polymerisa-
tion. The Cu5 glass shows a somewhat less polymerised structure,
while a more extensive disruption in the silica–network is
observed for the La5 glass. Experimental evidences about the net-
work modifier role of La2O3 in silicate glasses were recently
reported [43]. All these results support the hypothesis that the less
polymerised networks of doped glasses facilitate breakage of the
particles into smaller sizes.
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3.2. The effects of ion doping on crystalline phase evolution

X-ray diffraction patterns of parent and La- and Cu-doped
glasses are displayed in Fig. 3. A completely amorphous material
was obtained upon submitting the HSSGG to a heat treatment tem-
perature (HTT) up to 700 �C [28]. The results presented in Fig. 3
show that further increasing the HTT to 800 �C leads to partial
crystallisation. The following three crystalline phases could be
identified: cristobalite (SiO2; pdf # 04–007–2134), wollastonite
(CaSiO3, pdf # 04–011–2265), and hydroxyapatite (Ca5(PO4)3(OH),
pdf # 04-013 � 6615). Cristobalite is the major crystalline phase
formed in HSSGG, followed by wollastonite. The intensity of the
XRD peaks of these crystalline phases was enhanced for doped
glasses, with particularly an increased intensity of hydroxyapatite
peaks in the case of Cu5 glass.

3.3. Rheological characterisation of suspensions and pastes

3.3.1. Apparent viscosity
The apparent viscosity curves versus shear rate for the suspen-

sions prepared from HSSGG, Cu5 and La5 powders are presented
in Fig. 4. In all cases, the apparent viscosity decreases with the
increase in shear rate in a similar manner. This shear thinning
behaviour is an essential prerequisite for ink extrusion through
fine nozzles. Within the range of low shear rate, the high apparent
viscosity values measured can be assigned to the role played by the
entangled CMC species, which led to a significant increase in the
intrinsic viscosity of the suspension. As a result of increasing the
shear rate, the CMC species are likely to align in the flow direction
and the internal structure will gradually break down decreasing
the apparent viscosity. In the region 0.1–10 s�1. HSSGG exhibits
the highest apparent viscosity level followed by Cu5 and La5,
respectively. However, in the region from 10 to 100 s�1, HSSGG
maintains the same behaviour, while Cu5 and La5 show a slight
increase in comparison. The sequence of flow curves in terms of
apparent viscosity levels within the region from 10 to 100 s�1 coin-
cides with the order of the three glass powders in terms of average
particle size and broadness of PSD. This suggests that the differ-
ences observed in apparent viscosity are likely due to the physical
features of the starting powders. The internal network structure
promoted by the CMC species is likely less disturbed at lower shear
rates when the particles are coarser, since larger interstices are left
among them in comparison to a finer powder. At the higher shear
rates, where hydrodynamic interactions prevail over the inter-
molecular ones, all three different suspensions behave more simi-
larly, with a continuous reduction of apparent viscosity.
Fig. 3. Comparison of the XRD patterns of parent HSSGG composition with La5 and
Cu5-containing samples.
3.3.2. Viscoelastic properties
Fig. 5 displays the elastic modulus (G’) of the three glass inks as

a function of complex shear stress. It can be seen that the mea-
sured G’ values are sufficiently high for printing (Ǵ �1 � 105 –
1 � 106 Pa) for all three glass pastes with a solid loading of
40 vol%. Interestingly, the order of the G’ curves is the same
observed for apparent viscosity curves plotted in Fig. 4. Cu–doping
caused a small drop in G’, and La–doping caused a further and
more accentuated drop in the stiffness of the paste. Moreover, all
pastes exhibit a continuous linear viscoelastic region (LVR) that
extends nearly to 100 Pa for the HSSGG system, becoming gradu-
ally narrower for the Cu5 and La5 pastes. These results support
the hypothesis discussed above that internal network structure
promoted by the CMC species is likely less disturbed under low
deformations as those prevailing within the LVR.

Broad LVR coupled with the high values of Ǵ are the main fea-
tures required for ink printability [37,41]. This means that the dis-
solved and entangled CMC species, together with 40 vol% solid
loading, confer to the paste the stiffness and the viscoelastic prop-
erties essential for extrusion and shape preservation of the fila-
ments during the robocasting process. Therefore, these pastes are
eminently suitable for robocasting. This is confirmed by the good
shape retention observed in the SEM micrographs of sintered scaf-
folds presented in Fig. 6(a–d). The general overviews Fig. 6(a & b)
reveal that the successive layers were successfully printed without
Fig. 5. Elastic modulus (Ǵ) and extent of LVR as a function of complex shear stress
of suspensions/pastes prepared from HSSGG, Cu5 and La5 glass powders.



Fig. 6. Scaffolds printed from pastes of ion doped glasses: (a, c) Cu5; (b, d) La5.
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disturbing the layers beneath, and the detailed views, Fig. 6(c & b)
show that good densification levels have been achieved.
Fig. 7. Compressive strength of the scaffolds, fabricated from HSSGG, Cu5 and La5
glasses, with different macro–pore sizes (300, 400 and 500 mm) sintered at 800 �C.
3.4. Compressive strength

All compressive strength values measured for the sintered scaf-
folds with the three pore sizes (300, 400 and 500 mm) are reported
in Table 2. Fig. 7 also displays the values and trends. A predictable
decrease in the compressive strength values with incremental pore
sizes from 300 to 500 mm is observed for all the glass compositions.
The compressive strength for HSSGG scaffolds varied between the
limits of 2.20 ± 0.12–4.96 ± 15 MPa, which are within the range
reported for human cancellous (trabecular) bone (2–12 MPa)
[44], with the lowest and the highest values being registered for
the largest (500 mm) and smallest (300 mm) pore sizes, respectively.
A slight improvement in mechanical properties was registered for
La5, where the compressive strength value was between the limits
of 2.60 ± 0.35 MPa (500 mm) and 5.41 ± 30 MPa (300 mm). This
means increases between 7% and 18% over that measured for
HSSGG. However, great and impressive improvements in mechan-
ical properties were observed for the Cu5 glass, with compressive
strength values varying between 4.97 ± 0.28 MPa (500 mm) and
13.96 ± 0.28 MPa (300 lm), which are 125%–221% greater than
those obtained for HSSGG. The value of �14 MPa exceeds the high-
est reported values for cancellous bone. The greatest increase of
221% in compressive strength over HSSGG was measured for the
scaffold with 400 lm pores. The higher enhancement of Cu5 com-
Table 2
The corresponding compressive strength for sintered scaffolds with 300, 400 and
500 mm macropores for HSSGG, La5 and Cu5 glasses.

Macropores (mm) Compressive strength (MPa)

HSSGG La5 Cu5

300 4.9 ± 0.12 5.4 ± 0.34 13.9 ± 0.28
400 3.3 ± 0.11 3.5 ± 0.26 10.6 ± 0.29
500 2.2 ± 0.29 2.6 ± 0.30 4.9 ± 0.29
pared to La5 can be attributed to the differences in ionic radii. The
much smaller ionic radius of Cu (0.73 Å), in comparison to that of
La (1.06 Å), [42], and its lower valence, confer to Cu a higher ther-
mal diffusivity upon sintering the scaffolds. This enables Cu to act
as an effective sintering aid, enhancing densification and the
mechanical properties, as reported in Table 2 and Fig. 6. This flux-
ing role of Cu has been already explored to prepare mullite whis-
kers from kaolinite [45]. Therefore, doping the parent HSSGG
glass with Cu exerts a remarkable improvement in the mechanical
properties. It is suggested that doping HSSGG is a good option
towards tailoring the mechanical properties for specific applica-
tions. Considering that individual La and Cu doping led to slight
and accentuated increases in the compressive strength, their com-
bined effects in different quantities are likely to be explored in
future studies aiming at widening the range of potential applica-
tions for the implants. When the Archimedes method was used
to determine the apparent porosity of the sintered scaffolds
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(300 lm), the average values of six measurements were 46.7% ±
1.8% for HSSGG, 42.6% ± 1.2% for La5, and 37.8% ± 1.5% for Cu5.

The statistical analysis using ANOVA showed F >> Fcrit, and P <<
0.05, which led us to reject the null hypothesis and to confirm that
significant improvement in the mechanical improporties can be
achieved by doping HSSGG with La5 and Cu5. Furthermore, the
decrease in the macropores from 500 to 300 mm led to a significant
increase in the mechanical properties.

The statistical analysis confirms an interaction between the
macropore size (300, 400 or 500 mm) as one factor, and the glass
type (HSSGG, La5 or Cu5) as another factor, i.e. the interaction tells
us that the effect of porosity on the compressive strength is depen-
dent on the glass type, and also that the effect of the glass type on
the compressive strength is dependent on the macroporosity.

3.5. Influences of ion doping on morphological surface features of
scaffolds

Fig. 8 displays the SEM micrographs of HSSGG, (a, b), Cu5 (c, d)
and La5 (e, f). The observation of these samples enables us to con-
clude that the parent HSSGG composition is the less prone to den-
sification, with a higher intrinsic porosity fraction left in the
sintered microstructures, with large pores exhibiting non–uniform
shapes. Moreover, the necks formed among the particles are less
extensive for the HSSGG sample in comparison to the doped ones.
The most extensive neck formation is observed for the Cu5 parti-
cles, which become strongly bonded together. This is consistent
with the compressive strength values measured for Cu5 glass
Fig. 8. Microstructural features of sintered scaffolds fabricated fr
scaffolds as discussed in the previous section. In the case of La5
glass, doping also enhanced the formation of necks among the par-
ticles upon sintering in comparison to parent glass, but in a less
extensive manner in comparison to Cu5. These results suggest that
doping ions are acting as sintering aids, favouring the bulk material
diffusion process upon sintering. The differences between the two
doping ions can be attributed to their different thermal diffusivities
due to dissimilar ionic radii and valences [42]. The active fluxing
agent role of Cu has been already demonstrated [45]. Moreover,
CuO has a lower melting point 1325 �C [46] in comparison to
La2O3 (2313 �C) [47], permitting earlier diffusion [45]. It is also
likely that the morphologies of sintered microstructures somehow
reflect the particle sizes, PSD and packing ability of the starting
glass powders displayed in Fig. 1.
4. Conclusions

The aim of this research work was to disclose the effects of Cu2+

and La3+ ion doping on the printability of sol–gel derived glass
pastes for robocasting, and on the mechanical properties of the
resulting sintered scaffolds. The results revealed that doping tends
to decrease the mean particle size of the milled powders, an effect
that was more evident for La5 than for Cu5. The rheological prop-
erties of the 40 vol% solid loaded inks were also affected by doping
the parent glass with 5 wt% of Cu or La. With doping, the pastes
became gradually less stiff and the LVR was less extended in com-
parison to that of HSSGG, which exhibited the highest G’
om the different glasses: (a, b) HSSGG; (c, d) Cu5; (e, f) La5.
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of �1 MPa, and the more extended LVR up to �100 Pa. Neverthe-
less, the small differences in rheological properties affected neither
the printability of all the pastes, nor the shape retention of the
printed scaffolds. Although all scaffolds exhibited compressive
strength values that fit well within the range reported for human
cancellous bone (2–12 MPa), doping significantly enhanced their
mechanical properties. This was particularly true in the case of
Cu5, with increments up to 221% in comparison to those made of
HSSGG. In the case of La5, only modest increments in compressive
strength of 7%–18% were registered. These results confirm that
glass doping is an important avenue to explore with the potential
to greatly enhance the mechanical properties of scaffolds.
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