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Abstract
The performance of a remote stripping sensor based on mercury microelectrodes (MM-RS) for the in situ detection of
trace metals in aquatic systems, was investigated. The submersible device employed here consists of a single mercury-
coated platinum disk microelectrode assembled in a two-electrode cell configuration, and connected remotely by a
30 m long shielded cable. First, the MM-RS device is characterized in Ru(NH3)3�

6 and Pb2� synthetic aqueous
solutions by applying cyclic voltammetry and anodic stripping voltammetry (ASV), respectively. The results obtained
show that the small electrode dimensions and the related low currents involved, the long remote connection cable or
the use of a two-electrode system do not cause noise effects or uncompensated resistance problems in the
measurements. Using square-wave voltammetry in the stripping step, linear calibration graphs for Pb2� ions over the
concentration range 1� 10�9� 5� 10�7 M were obtained, and a detection limit, DL, of 0.15 nM was found. The
relative standard deviation (RSD), at 5� 10�8 M Pb2� level, was within 5%. The effect of humic acid and of sodium
dodecylsulfate surfactants on the stripping responses was also investigated. The performance of the submersible MM-
RS system was tested for the in situ monitoring of the labile fraction of lead and copper on a site of the Lagoon of
Venice. In situ Pb2� and Cu2� concentrations were monitored for about 8 hours, by leaving the sensor immersed in the
lagoon waters (2 m depth) and recording the response every hour. Under these field conditions, reliable in situ data
for the labile fraction of these metal ions with a satisfactory precision, the RSD being within 7 and 9 % for lead and
copper, respectively, were obtained.
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1. Introduction

The growing demand for reliable and real-time monitoring
of trace metal contaminants in natural waters has prompted
the development of newmethods and appropriate sensors to
perform in situ measurements with little perturbation of the
aquatic system [1 ± 3]. Voltammetric stripping analysis has
been employed widely for trace element analysis and a few
submersible stripping systems, based either on gold or
mercury-coated metal microelectrodes, have been devel-
oped for performing in situ monitoring of trace metals [2 ±
7]. In particular a 100-�m gold fiber electrode, inserted in a
three-electrode system, has been successfully used for the
remote in situ detection of the bioavailable fraction of heavy
metals present in natural waters [2, 4, 8 ± 10]. This type of
mercury-free submersible devicemay suffer, however, from
intermetallic interference when, for instance, the simulta-
neous detection of copper and lead is required.

Mercury-coated iridium microelectrodes covered with an
agarose gel membrane [6], and microlithografically fabri-
cated iridium microelectrode arrays [7] have also been
developed and applied for in situ monitoring of tracemetals
in natural aquatic systems. Although these mercury-coated
systems have displayed good results, they are somewhat
laborious to construct.

The objective of this paper was to verify the performance
of a remote mercury microelectrode system with a simpler
design, for the in situ detection of lead and copper in natural
aquatic systems. In fact, single mercury microelectrodes,
fabricated onto platinum disk microelectrodes, have been
applied successfully for laboratory-based stripping meas-
urements of trace metals in real samples such as wine, rain
and sea waters, pore-waters of sediments [1, 11 ± 16]. Hg-
coated platinum microelectrodes can be prepared easily,
possess a good stability and, moreover, their size can be
determined accurately [11, 13, 18]. In the remote submer-
sible device described here, a single mercury-coated plati-
num microelectrode is assembled in a two-electrode cell
configuration and connected remotely by a long shielded
cable. Since, with this configuration, currents of about two
orders of magnitude lower than those typically recorded
with microfibers, or microelectrode arrays, are involved,
preliminarily the effects of the long connecting cable on the
voltammetric responses were assessed on synthetic solu-
tions containing Ru(NH3)3�

6 and Pb2� ions. An application
concerning in situ measurements of the labile fraction of
lead and copper in theLagoon ofVenicewas also addressed.
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2. Experimental

2.1. Reagents and Samples

Titrisol lead and copper standards (Merck, Darmstadt,
Germany) were used to prepare stock solutions (1000 mg
L�1) of these metal ions. The supporting electrolytes (NaCl
or KCl) for trace determinations in synthetic samples, and
the hydrochloric acid used to acidify the natural samples for
the determination of the total metal concentration, were of
Suprapur grade (Merck, Darmstadt, Germany). The other
chemicals employed were of analytical-reagent grade.
Ru(NH)3Cl3 was purchased from Alfa Aesar (Johnson
Matthey GmbH, Karlsruhe, Germany). All synthetic sol-
utions were prepared with water purified with a Milli-Q
purification system (Millipore, Bedford, USA). When
necessary, pure nitrogen (99.99%) supplied by SIAD
(Bergamo, Italy) was used to remove oxygen from the test
solutions.

In situ measurements were performed at a site of the
Lagoon of Venice located in the Canale della Giudecca, in
the center of Venice. Laboratory and instant lagoon
measurements were made in the sample without any
chemical or physical pre-treatment. In particular, no filtra-
tion for solid particles and colloidal compounds elimination
was employed prior to analysis. The samples collected for
laboratory experiments, were stored at 4 �C until their use.

2.2. Apparatus and Procedures

Chronoamperometric, cyclic, linear sweep and square-wave
anodic stripping voltammetric experiments were carried out
using a PAR Mod. 283A potentiostat/galvanostat (EG&G

Princeton Applied Research, Princeton, N.J. USA), togeth-
er with the PAR 270 electrochemical software (EG&G).

The schematic diagram of the submersible stripping
sensor employed, which comes from a modification of the
earlier configurations containing the gold fiber [2, 4, 8 ± 10],
is shown in Figure 1. It consists of a two-electrode assembly,
which contains an ex situ constructed mercury-coated
platinum microelectrode, and a homemade Ag/AgCl/KCl
reference electrode. This assembly is mounted in a PVC
housing tube of the remote tool and connected through an
environmentally sealed rubber connector to the shielded
cable, about 30 m long. To protect the working electrode
from water movements and other disturbances during the
field experiments, a cylindrical PVC tube, about 5 cm long,
was mounted to the threaded end of the housing unit of the
sensor.

The platinum microdisk electrode, which served as the
substrate for mercury deposition, was prepared by sealing a
25 �m diameter platinum wire (Goodfellow Metals, Cam-
bridge, UK) into bicomponent epoxy resin. The final tips
were typically 1.5 cm long and 2 mm circular base diameter.
A male screw was sealed to one end of the electrode body,
for mounting it to the PVC housing tube.

Prior to mercury deposition, the Pt disk surface was
polished mechanically with aqueous suspensions of graded
alumina powder of different sizes (1, 0.3 and 0.05 �m)
supported on a polishing microcloth (Buehler, Lake Bluff,
IL, USA). A range of mercury sphere-caps of different sizes
were prepared ex situ, by cathodic deposition of mercury
under potentiostatic control, onto the platinum microdisk,
as reported elsewhere [13]. The height, h, of the sphere-caps
was calculatedon thebasis of theplating charge spent during
the electrodeposition step [13, 17 ± 19]. Under the different
experimental conditions employed here, the plating charge

Fig. 1. Schematic diagram of the Pt-coated mercury microelectrode stripping sensor.
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ranged from 12.0 to 76.1 �C, and the heights of the mercury
deposits varied from 6.9 to 22.8 �m, respectively. In what
follows, the sizes of the mercury microelectrodes will be
referred to as h/r, that is the sphere-cap height to the
electrode×s basal radius, r, ratio.

The steady-state diffusion limiting current Id at the
platinum disk or at the sphere-capmercury microelectrodes
can be predicted by [13, 15, 17 ± 20]:

Id� knFDCbr (1)

where k is a parameter that depends on the geometry of the
microelectrode (for the disk k� 4 [20], while for the sphere-
caps, it depends on the h/r ratio [13, 17 ± 20]), Cb is the bulk
concentration of the electroactive species and the other
symbols have their usual meanings. The effective radius of
the Ptmicrodisk substrate, or the experimental values of the
geometric coefficient k for the Hg sphere-caps were
determined by recording the steady-state diffusion limiting
current from a 1 mM Ru(NH3)Cl3 in Milli-Q water solution
containing 0.1 M NaClO4, and using Equation 1. The
sphere-caps employed here were characterized by k values
ranging from 4.9 to 10.2.

For comparison, voltammetric experiments were carried
out with the mercury microelectrode either connected
(MM-RS) or not (MM) to the remote device.

In the laboratory experiments, the electrochemical cell
was located inside a Faraday cage made of sheets of
aluminium. The cell was made either of glass or PTFE for
stripping analysis. In the latter case, itwas cleanedbefore the
experiments using recommended procedures for trace
element analysis [21].

Stripping measurements were carried out in quiescent
synthetic solutions or natural samples, both unpurged and
purged with a nitrogen flux. Unless otherwise stated, the
following conditionswere employed for square-wave anodic
stripping measurements (SWASV): pulse height of 50 mV,
step height of 2 mVand a frequency, f, of 100 Hz.

A Metrohm 605 pH-meter (Herisau, Switzerland) was
employed for pH measurements, and a Wild Heerbrugg
microscope ( Germany ) was used for examining the
microelectrode surface.

3. Results and Discussions

3.1. Cyclic Voltammetric Characterization of the MM-RS
Device

Figure 2 shows typical cyclic voltammograms (CV) record-
ed at 10 mV s�1 in a 1 mM Ru(NH3)6Cl3� 0.1 M KCl
solution, with a mercury microelectrode (h/r ratio� 0.97) in
the MM-RS (full line), and MM configuration (dotted line).
Both voltammograms display the sigmoidal shape expected
for amicroelectrode working under steady-state conditions.
In the MM-RS configuration, however, the voltammogram
displays a larger degree of hysteresis which is probably due
to a slightly larger contribution of capacitive current. The

analysis of the Tomes difference (E1/4�E3/4), i.e., the
difference between the potentials recorded at 1/4 and 3/4
of the steady-state limiting current, of the forward waves
gave 58� 2 and 56� 1 mV values for the MM-RS and MM
systems, respectively; these agree well with 56.5 mV ex-
pected theoretically for a one-electron reversible process at
25 �C [22]. Also the half-wave potential, E1/2, and the
diffusion limiting currents, Id, values obtained at the same
mercury microelectrode assembled in the two different
configurations were very close to each others (E1/2�
�135� 4 mV, Id� 6.18� 0.12 nA, the differences being
within 3%).

Replicate measurements performed with the MM-RS
configuration, yielded voltammograms whose E1/2 and Id
values were reproducible within 2% (n� 5) with that shown
in Figure 2. CV and results similar to those shown above
were also obtained with a range of sphere-caps of different
sizes, assembled in both MM-RS and MM configurations.
The mercury-coated platinum microelectrodes employed
here displayed also a good stability and resistance against
fall of the mercury deposit, even if used for several hours. In
fact, a number of repeated sets of three replicate measure-
ments performed with the MM-RS system over a working
day (8 hours) displayed current values reproducible within
3%.

3.2. ASV Measurements

In order to verify the performance of the MM-RS device
under ASV conditions, a series of measurements were
carried out on synthetic solutions containing Pb2� as test ion.
Figure 3 shows typical anodic stripping voltammograms
recorded in a 5.0� 10�8 M Pb2�� 0.5 M NaCl solution, both
with the MM-RS (full line) and MM (dotted line) system,
setting the deposition potential, Ed��1.1 V and a deposi-
tion time, td� 2 min. Both square-wave voltammetry in
unpurged solution, (SWW, Fig. 3a), and linear sweep
voltammetry in purged solution, (LSV, Fig. 3b), were
employed during the stripping step. Table 1 summarizes
relevant stripping voltammetric parameters, i.e., peak

Fig. 2. Cyclic voltammograms recorded in 1 mM Ru(NH3)6Cl3�
0.1 M KCl aqueous solution with a mercury microelectrode, h/r�
0.97, in the (–± ) MM-RS, and (± ± ± ±) MM configurations. Scan
rate, 10 mV s�1.
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current, Ip, peak potential,Ep, and peak width at half height,
w1/2, obtained for both configurations and stripping modes.
It can be observed that also in ASVexperiments, the signals
are very similar regardless of the fact that the mercury
microelectrode is connected or not to the remote system,
being the differences in the ASV parameters within 3%. In
particular, it is worth noticing thatw1/2 values obtained here
compare quite well with the theoretical value of 49.6 mV for
SWV, and the experimental value of 45 mV reported in the
literature for LSV for thin mercury film electrodes [23, 24].
Moreover, the agreement between w1/2 data obtained with
the MM-RS and MM systems indicates that, in the anodic
strippingmode, the contribution of the capacitive current on
the voltammetric response is negligible even in connection

to LSV technique. Because in situ measurements in natural
waters must be performed in the presence of oxygen, and
due to the higher sensitivity, only SWV was further
considered here.

The influence of deposition time and frequency on the
stripping responses was investigated. Figure 4 shows a series
of SWASV responses recorded with the MM-RS system in a
0.1 �M Pb2� aerated aqueous solution, varying the deposi-
tion time td over the range 0 ± 300 s (in connection to a
deposition potential of �1.0 V). Similar measurements
were also carried out in aqueous solutions containing lower
Pb2� ions concentrations (down to 5 nM), but over the
deposition time range of 10 ± 30 min. In any case, both the
anodic peak current, Ip, and stripping charge, Qa, values
were linearly dependent on time, and the linear regression
analysis for Ip vs. td and Qa vs. td plots, yielded correlation
coefficients, R2, larger than 0.999.

The peak current, as expected, depended also linearly on
frequency, and over the range 20 ± 200 Hz, the linear fit Ip vs.
f gave a correlation coefficient of 0.9992.

The effect of metal ion concentration on the anodic
stripping peak was examined, using f� 150 Hz. Typical
SWASV responses obtained for Pb2� aerated aqueous
solutions are shown in Figure 5. Over the wide concentra-
tion range of 1� 10�9 ± 5� 10�7 M, peak current and/or
stripping charge against metal ion concentration yielded
straight lines with correlation coefficients higher that 0.999.
In particular, the linear fit of Ip vs.CPb plot gave aR2 value of

Fig. 3. ASV responses recorded in a 5.0� 10�8 M Pb2�� 0.5 M
NaCl aqueous solution with a mercury microelectrode, h/r� 0.99,
in the (–± ) MM-RS, and (± ± ± ±) MM configurations, employing
as stripping mode: a) SWV, unpurged solution, Ed��1.1 V, td�
2 min, f� 100 Hz; b) LSV, purged solution, Ed��1.1 V, td�
2 min; scan rate, 20 mV s�1.

Table 1. SWV and LSV stripping parameters obtained for a 5.0� 10�8 M Pb2� solution. Ed��1.1 V; td� 2 min. SWV conditions: pulse
height 50 mV, frequency 100 Hz, step height 2 mV. LSV conditions: scan rate 20 mV s�1. MM-RS: measurements conducted with a Hg
microelectrode connected to the remote sensor; MM: measurements conducted with a Hg microelectrode in the classical two-cell
configuration; in parenthesis: standard deviations calculated for five replicates.

Ip (nA) Ep (mV) w1/2(mV)

SWV LSV SWV LSV SWV LSV

MM-RS 1.06(0.04) 0.109(0.03) �388(3) �385(3) 60(2) 46(2)
MM 1.04(0.03) 0.106(0.02) �370(3) �368(3) 59(2) 45(2)

Fig. 4. Effect of the deposition time. SWASV responses recorded
with the MM-RS system in 0.1 �M Pb2�� 0.5 M NaCl aerated
aqueous solution, td� 0 (1), 120 (2), 180 (3), 300 s (4). Ed��1.0 V,
f� 100 Hz.
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0.9996, a slope, m, of 61.8 nA �M�1 and an intercept of
0.018 nA. From the slope and the standard deviation of
mean value of the blank response, sB, (0.0217� 0.003 nA)
obtained under the experimental conditions employed, a
detection limit, calculated as DL� 3 sB/m [25], of 0.15 nM
was evaluated.

The reproducibility of the anodic stripping peak of Pb2� in
aerated solutions at 5� 10�8 M Pb2� level, provided a
relative standard deviation (RSD) for both peak current
and charge within 5% (from six replicates).

The ASV signals recorded with a mercury electrode in
natural waters, may be affected by the presence of organic
and/or inorganic materials, dissolved or present in the
medium in colloidal forms [3, 6]. In order to investigate on
this aspect, humic acid (HA) and sodium dodecylsulfate
(SDS)were taken as test complexing and surfactant matters.
Their influence on the Pb2� stripping peaks recorded with
the MM-RS system was investigated, in both aerated and
purged solutions using either SWASV or LSASV tech-
niques, respectively. In particular, tests were done in 0.5 M
NaCl solutions containing Pb2� ions over the 5� 10�8 ± 5�
10�7 M range, in connection to increasing concentrations of
HA (from 10 to 60 mg L�1) or SDS (from 1.0 to 5 g L�1).
Under such conditions, the major effect observed was a
stripping peak current decrease, while a negligible variation
on shape or peak potential was observed with both
techniques. In particular, peak currents decreased, as
compared to those obtained in the absence of HA or SDS,
of about 10% in the unnaturally high amounts of 60 mg L�1

HA and 5 g L�1 SDS solutions. Nevertheless, in any case
both Ip vs. td and Ip vs.Cplotswere found to be linear, and the
regression analysis gave again correlation coefficients high-
er than 0.999.

3.3. In Situ Monitoring of Trace Metals in Natural Aquatic
Systems

The real-life performance of the submersible MM-RS
system was tested for the in situ monitoring of Pb2� and
Cu2� on a site of the Lagoon of Venice. A typical SWASV

response obtained in the natural sample is shown in Figure 6
(full line). Two anodic peaks located at about �0.370 and
�0.120 V, are observed. They were assigned to Pb2� and
Cu2�, respectively, by a series of laboratory measurements
performed on the untreated water samples, collected in the
same site and depth in the lagoon, and spiked with different
concentrations of the two ions. In fact bothpeakheights and/
or areas increased upon spiking with increasing amounts of
the two ions. The plots of the peak current (or stripping
charge) against metal ion concentration, obtained using the
same experimental SWASVparameters as in Figure 6, were
linear up to 1 �g L�1, and the linear regression analysis gave
correlation coefficients larger than 0.995. The plots thus
recorded were used as external calibration plots for the
quantification of the labile fraction of Pb2� and Cu2� ions
from the in situ measurements performed with the remote
sensor in the lagoon.

The concentration of Pb2� and Cu2� was monitored for
about 8 hours, by leaving the sensor immersed in the same
place and recording the response every hour. Figure 7 shows
the results obtained, by averaging each datum from three
replicates. The reproducibility found was satisfactory, the
RSD being within 7 and 9% for lead and copper, respec-
tively. As can be seen from these results, during this
relatively short monitoring period, some variations of the
in situ Pb2� and Cu2� concentrations (of 33 and 46%, as
maximum, respectively) are observed. These variations
could be attributed to relevant local concentration changes
in the Lagoon water system due to tide or wave movements,
or other parameters (temperature, oxygen content, etc,)
occurring during the experiments [26]. It must be noted that
relatively small changes of water fluxes that may occur
during the deposition step should not affect theASV signals,
due to the relatively low sensitivity to solution flow rates
that characterizes the microelectrodes employed here [27,
28]. Moreover, the experimental set-up of the MM-RS
device, which includes a PVC cage to protect the working
electrode (see Sec. 2. and Fig. 1), allows one to make the

Fig. 5. SWASV responses recorded with the MM-RS system in
0.5 M NaCl aerated aqueous solutions containing: Pb2� 0.1 (–± ),
0.3 (± ± ± ±), 0.5 �M ( ¥¥¥¥ ¥ ). td� 600 s, Ed��1.0 V, f� 100 Hz.

Fig. 6. SWASV responses recorded with the MM-RS system in
the Giudecca Channel of the Lagoon of Venice, obtained : (–± )
in situ by immersion of the remote sensor (2 m depth) in the
Channel waters; (± ± ± ±) in laboratory in the water sample
acidified to pH 1 with HCl. Ed��1.0 V, td� 30 min, f� 100 Hz.
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close surrounding of the microelectrode almost quiescent.
However, in order to establish the effect of eventually small
changes of water fluxes during the preconcentration step,
some laboratory experimentswith variable low stirringwere
carried out. In particularASV responseswere recordedwith
the MM-RS device in a 0.1 �M Pb2� level solution while
stirring at slow rates (300 ± 600 rpm), to address the effect of
seawater×s natural convection [4, 8]. It was found that both
current and charge of the Pb2� and Cu2� stripping peaks
enhanced to a maximum extent of 15 ± 20% with respect to
the quiescent solution. This variability is however lower
than that shown in Figure 7 over the whole period in which
the two metal ions were monitored.

Some information onmetal speciation were also acquired
by performing laboratory measurements in the instant sea-
water samples acidified with hydrochloric acid to pH 1 and
left to equilibrate overnight. Figure 6 (dotted line) includes
the stripping response obtained under these conditions (see
Fig. 6, full line). As expected, under acidified conditions
larger SWASV stripping peaks are recorded, in agreement
with the fact that in acidified sea-water samples, most of
metal ions is released from their inert complexes, solid
particles or colloids [29]. The metal ions content at pH 1
monitored in the sampledwater is shown inFigure 7b. In this

case, the concentration levels during the monitoring period
are substantially invariable.

It can be finally noted that the concentration levels
measured here for these trace elements are in the same
range of those available in the literature dealing with the in
situ determination of themobile fraction of thesemetal ions
in the Lagoon of Venice [6, 10, 26].

4. Conclusions

The results reported here indicate that in spite of the small
electrode dimensions, the relatively low currents involved,
the long remote connection cable, the electrical connections
of the MM-RS system, or the use of two-electrode system,
no problems, noise effects or uncompensated resistance in
the measurements, were observed. The mercury micro-
electrodes here employed are therefore very compatible
with the remote connection of the probe without leading to
sensitivity problems of the system. They are also charac-
terized by a very good stability and resistance against fall of
the mercury deposit. Moreover, the design of the MM-RS
system is simple and does not require a particular skilfulness
for its construction.

From the results shown here, it can be also concluded that
this submersible device is compatible with field operations,
and it can be useful for in situ monitoring of the labile
fraction of metallic species in the sea-water column, and for
providing information on the spatial-temporal distribution
of contaminants. Because of the good performance dis-
played by mercury microelectrodes for ASV measurements
in low-ionic strength waters [24], the MM-RS system may
favourably be employed for monitoring heavy-metal ions
concentrations also in well waters.

5. Acknowledgement

Financial support by MURST, Rome (Piano ™Servizi al
cittadino e al territorio∫, Cluster C22, progetto 20 ) is
gratefully acknowledged.

6. References

[1] M. L. Tercier, J. Buffle, Electroanalysis 1993, 5, 187.
[2] J. Wang, Trends Anal. Chem. 1997, 16, 84.
[3] M. Taillefert, G. W. Luther III, D. B. Nuzzio, Electroanalysis

2000, 12, 401.
[4] J.Wang, D. Larson, N. Foster, S. Armalis, J. Lu, X. Rongrong,

K. Olsen, A. Zirino, Anal. Chem. 1995, 67, 1481.
[5] A. Zirino, S. Lieberman, C. Clavell, Environ. Sci. Technol.

1978, 12, 73.
[6] M. L. Tercier, J. Buffle, Anal. Chem. 1996, 68, 3670.
[7] J. Herdan, R. Feeney, S. Kounaves, A. Flannery, C. Storment,

G. Kovacs, R. Darling, Environ. Sci. Technol. 1998, 32, 131.
[8] J. Wang, N. Foster, S. Armalis, D. Larson, A. Zirino, K.

Olsen, Anal. Chim. Acta 1995, 310, 223.
[9] J. Wang, B. Tian, J. Lu, J. Wang, D. Luo, D. MacDonald,

Electroanalysis 1998, 10, 399.

Fig. 7. Metal ions monitoring with the MM-RS system in the
Giudecca Channel of the Lagoon of Venice: a) in situ by
immersion of the remote sensor (2 m depth) in the Channel
waters, for (�) Pb and (�) Cu at natural pH (8.3); b) in laboratory
in the water samples acidified to pH 1 with HCl, for (�) Pb and
(�) Cu. SWASV conditions: Ed��1.0 V, td� 30 min, f� 100 Hz.

365Remote Stripping Analysis of Lead and Copper

Electroanalysis 2004, 16, No. 5 ¹ 2004 WILEY-VCH Verlag GmbH&Co. KGaA, Weinheim



[10] S. Daniele, C. Bragato, M. A.Baldo, J. Wang, J. Lu, Analyst
2000, 125, 731.

[11] S. Daniele, M. A. Baldo, P. Ugo, G. A. Mazzocchin, Anal.
Chim. Acta 1989, 219, 9.

[12] S. Daniele, M. A. Baldo, P. Ugo, G. A. Mazzocchin, Anal.
Chim. Acta 1989, 219, 19.

[13] M. A. Baldo, S. Daniele, M. Corbetta, G. A. Mazzocchin,
Electroanalysis 1995, 7, 980.

[14] S. Daniele, C. Bragato, M. A. Baldo, Anal. Chim. Acta 1997,
346, 145.

[15] M. A. Baldo, C. Bragato, S. Daniele, Analyst 1997, 122, 1.
[16] S. Daniele, M. A. Baldo, C. Bragato, J. Braz. Chem. Soc.

2002, 13, 425.
[17] Z. Stojek, J. Osteryoung, Anal. Chem. 1989, 61, 1305.
[18] J. C. Myland, K. B. Oldham, J. Electroanal. Chem. 1990, 1,

288.

[19] L. C. R. Alfred, K. B. Oldham, J. Phys. Chem. 1996, 100,
2170.

[20] Y. Saito, Rev. Polarogr. 1968, 15, 177.
[21] L. Mart, Fresenius Z. Anal. Chem. 1979, 296, 350.
[22] A. M. Bond, K. B. Oldham, C. G. Zoski, Anal. Chim. Acta

1989, 216, 177D.
[23] S. P. Kounaves, J. J. O×Dea, P. Chandresekhar, J. Osteryoung,

Anal. Chem. 1987, 59, 386.
[24] S. Daniele, G. A. Mazzocchin, Anal. Chim. Acta 1993, 273, 3.
[25] G. L. Long, J. D. Winefordner, Anal. Chem. 1983, 55, 713A.
[26] G. Capodaglio, personal communication.
[27] J. W. Bixler, A. M. Bond, Anal. Chem. 1986, 58, 2859.
[28] F. Zhou, J. T. Aronson, M. W. Ruegnitz, Anal. Chem. 1997,

69, 728.
[29] J. Buffle, Complexation Reactions in Aquatic Systems. An

Analytical Approach, Ellis Horwood, Chichester 1988.

366 M. A. Baldo et al.

Electroanalysis 2004, 16, No. 5 ¹ 2004 WILEY-VCH Verlag GmbH&Co. KGaA, Weinheim


